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Remote infrared 

acceptor window * Red light: power on ‘, 
Green light: antenna is rotatiri ; . 7 
Yellow light. there is janiaiite wrong with Main Unit 
power supply, please check the cable connection. 
When the YELLOW warning light is on there is 
problem with the power supply or the cable connection. ANT 


Remote controller 


Durable 
Use the new material and streamline shape in an improved feature | 


Shipping List 


for overall and complete seal up against wind and sunshine. 
Easy to install : 
Uses sophisticated unity design to avoid complexity in 
installation process 

Super strength in receipt of signal 

Reasonable structure and low noise amplifier tube to increase 
the resolution of image 

360° Rotation 

Elegant and attractive 
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MAIN TECHNICAL CRITERIA _ 


Frequency(VHF): 40~300MHz 
Frequency(UHF): 470~890MHz 
VHF Gain: 25+5dB 

UHF Gain: 3045dB 

Impedance: 75 2 F-Connector 
Max. Rotation: Max 360° 
Power: 3W 

Noise Figure: <2.5dB 

Output Level: 105dB u 


Voltage Output: AC1S5V/300mA 


e Parabolic focusing reception 

e UHF/VHFE TV and FM radio 

@ Super active outdoor antenna 

e High quality far ranging reception 
e Can operate antenna manually 

e With infrared remote control 

e Easy to install and operate 

e 360° all directional rotation 

e Built-in high gain booster 

e Built-in low noise circuit 


Using 5 3x10mm screws | 
. 1 4x18mm screws 


P2: Open reflection P3: Install motor rotor 
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Reflection 


Using 4 4x12mm screws 


Using 5 3x10mm screws 


5: Fix the antenna 


Reserve 50cm for split 


